
CERTIFICATE OF FABRIC FLAME RESISTANCE 

International E-Z UP, Inc. warrants that fabrics used on our E-Z UP® Brand 
Shelters / Canopies and accessory items that display a sewn-on Fire Resistance 
label have been certified by the manufacturer or its supplier as having been 
made of a flame resistant material so that: 

The fabric, Commercial Grade Polyester, has been independently tested and shown 
to meet or exceed the minimum requirements of the following fire resistance standards: 

CPAI-84 Specification for wall and top material 

California State Fire Marshal, Title 19, Subchapter 1, Article 4 section 
332 (a) (2) which states that the fabrics complying with CPAI-84 specification are 
approved by the State Fire Marshal. 

NFPA-701 Standard Methods of Fire Tests for Flame Propagation of 
Textiles and Films 
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• 

• 
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CERTIFICATE OF FABRIC FLAME RESISTANCE 

International E-Z UP, Inc. warrants that fabrics used on our E-Z UP® Brand 
Shelters / Canopies and accessory items that display a sewn-on Fire Resistance 
label have been certified by the manufacturer or its supplier as having been 
made of a flame resistant material so that: 

The fabric, Professional Grade Polyester, has been independently tested and shown 
to meet or exceed the minimum requirements of the following fire resistance standards: 

CPAI-84 Specification for wall and top material 

California State Fire Marshal, Title 19, Subchapter 1, Article 4 section 
332 (a) (2) which states that the fabrics complying with CPAI-84 specification are 
approved by the State Fire Marshal. 

NFPA-701 Standard Methods of Fire Tests for Flame Propagation of 
Textiles and Films 

CAN/ULC-S109 National Standard of Canada, Flame Tests of Flame- 
Resistant Fabrics and Films 

DIN 4102-1 Class B1 of the German Fire Test Specification 

EN 13501-1 Classification B-s1, d0 European Fire Test 
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CERTIFICATE OF FABRIC FLAME RESISTANCE 

International E-Z UP, Inc. warrants that fabrics used on our E-Z UP® Brand 
Shelters / Canopies and accessory items that display a sewn-on Fire Resistance 
label have been certified by the manufacturer or its supplier as having been 
made of a flame resistant material so that: 

The fabric, Recreational Grade Polyester, has been independently tested and shown 
to meet or exceed the minimum requirements of the following fire resistance standards: 

• CPAI-84 Specification for wall and top material

• California State Fire Marshal, Title 19, Subchapter 1, Article 4 section
332 (a) (2) which states that the fabrics complying with CPAI-84 specification are
approved by the State Fire Marshal.

• NFPA-701 Standard Methods of Fire Tests for Flame Propagation of
Textiles and Films

International E-Z UP, Inc. 



PATENTS
International E-Z UP, Inc. is the leader in portable, quickly erectable instant shade. The following E-Z UP products are
protected by patents in the U.S. and elsewhere. This website is provided to satisfy the virtual patent marking
provisions of various jurisdictions including the virtual patent marking provisions of the America Invents Act. The
following list of E-Z UP products may not be all inclusive, and other E-Z UP products not listed here may be protected
by one or more patents.

Eclipse, Enterprise, Express, Hut, Speed Shelter, Vantage, ES-100s, Hi-Viz: 
6,041,800; 6,192,910; 6,439,251; Additional patents may be pending.

HUB, Bungalow: 
6,070,604; 6,230,729; 6,363,956; 6,520,196; 6,712,083; 6,981,510; 7,240,687; 7,481,236; 7,735,504; 7,921,864;
Additional patents may be pending.

Railskirt Hardware Only: 
Patent Pending

Instant Table System: 
7,503,266; 8,096,246; 8,272,337; 8,393,279; 8,671,852; 8,857,350; Additional patents may be pending.

E-Z UP Instant Shelter, ES100S, BJ's Express II, Express, Express II: 
6,041,800; 6,192,910; 6,439,251; Additional patents may be pending.

Rely only on high-grade tents & accessories offered on our virtual shelves.

https://www.recreationid.com/tents-accessories.html



