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L E D  F L A S H L I G H TLED FLASHLIGHT

47

https://www.toolsid.com/maglite/


• THIS FLASHLIGHT IS NOT A TOY; not recommended for use by children.

+-

ENGLISH-----------------------------------
 1  Tail cap
 2  Lip seal, tail cap
 3  Electrical contact
 4  Battery spring*
 5  Barrel/LED Switch
Assembly**

 6  O-ring, barrel
 7  Head assembly**

ENGLISH - Please register your flashlight online.
OPERATION: Large end of battery spring must be snapped into tailcap.  Install 1 AAA alkaline battery with the “+” end 
facing the head end of the flashlight.  Backwards installation can damage the LED.  Turn flashlight on and off by 
twisting the head.   Rotate the head to focus the beam.
INSPECTION AND MAINTENANCE: If flashlight is used less than once a month, remove the batteries between uses. 
Lubricate all threads and rubber O-rings with petroleum jelly twice yearly. Inspect flashlight monthly and carefully 
remove any damaged batteries and clean any corrosion.

TROUBLESHOOTING: If flashlight does not turn on or stay on - 1. Replace the batteries.  If the problem persists, then 2. 
Check the tail cap. The metal surfaces contacting the barrel, tail cap and spring assembly should be clean, shiny and 
free of corrosion or other obstruction.  Clean as needed.  3. If the flashlight still does not operate properly.  If this does 
not resolve the problem, see the “How and When to Make a Warranty Claim” section below.
WARNINGS: • To AVOID RISK OF EYE INJURY, LOOK AWAY IMMEDIATELY IF BEAM IS SHONE DIRECTLY INTO YOUR 
EYES. • AVOID EXPOSING BATTERIES TO FIRE OR EXCESSIVE HEAT, as this may cause leakage or explosion. • To 
AVOID RISK OF INJURY TO EYES OR SKIN, AVOID CONTACT WITH ANY MATERIAL LEAKED FROM A BATTERY 

*Item 4 inserts into item 1



Single Cell AAA Flashlight 

• Twist head to turn on/off and focus beam (spot to flood) •
Latest-generation LED for high brightness and longer battery life
• Ten Year Limited Warranty – Details inside

Flashlight designed and manufactured in the U.S.A. Includes some imported components. Accessory product(s) manufactured in the U.S.A.
The distinctive shapes, styles and overall appearances of all Mag® flashlights, and the circumferential inscriptions extending around the heads of all Mag® flashlights, 
are trademarks of Mag Instrument, Inc. The circumferential inscription on the head of every flashlight signifies that it is an original Mag® flashlight and part of 
the Mag® family of flashlights. U.S. Trademark Registrations for the shape, style and overall appearance trademarks of Mag® flashlights and for circumferential 
inscription trademarks of Mag® flashlights include Nos. 1,808,998; 2,074,795; 2,687,693; 2,745,460; 2,765,978 and 2,765,979. 

Model Number: 

SJ3A016L
Part Number: 

160-000-007
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WARNING: Cancer and Reproductive Harm 

Learn more about flashlights we have.

https://www.toolsid.com/flashlights.html



